
Parts Supplied.Safety Notes.

Check that all work practices 
comply with safety standards.

Please wear appropriate clothing 
and use safety equipment.

Pictures shown in the below steps are for illustrative
purposes only. Steps apply to both driver and passenger
side seats.

Fitting Time.

Important

To ensure this product is installed correctly, please read these instructions carefully.
Keep these instructions handy for future reference.

20 Minutes.

Page 1 of 3

Describes precautions that should be observed in order to prevent injury 
or damage to the vehicle or its components, which may occur if sufficient 
care is not taken.

Provides additional information that facilitates installation work and care.

   Failure to follow these instructions not only prevents the product from working properly 
   but may lead to trouble with the vehicle. Be sure to follow all instructions carefully.

   If there is anything unclear about the installation, handling and/or usage of the product, 
   contact your dealer for clarification.
  

Seat Cover x2

Attention

FITTING INSTRUCTIONS
Fitting Neoprene Seat Covers - Integrated Headrest

ARB Seat Covers
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FITTING INSTRUCTIONS
ARB Seat Covers

BACKREST COVER

(Fig 5)

(Fig 6)

(Fig 3)

IMPORTANT: Check care label inside the 
seat base, it will identify driver and 
passenger side (Fig 3).

1. 3.

2.

4.

(Fig 4)
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Turn seat cover inside out and slide the 
backrest covers from both sides above 
the headrest of the seat (Fig 6).

Ensure the airbag tag is facing 
outward from the centre of the car as this 
will ensure correct fitment (Fig 4). 

WARNING:
Improper installation of this component will result 

in failing of car safety systems. Ensure proper 
installation.*

Lift the fabric flap from behind and/or 
beneath the front seats if applicable (Fig 5).

1

*   See warnings page.1



Page 3 of 3

FITTING INSTRUCTIONS
ARB Seat Covers

CUSHION COVER

Feed the central seatcover rod in between 
the seat backrest and base.

Where possible, tuck the sides 
of the base cover in-between 
the seat base and plastic 
trimming surrounding the base.

(Fig 8)

(Fig 9)
1.

2.
3.

4.

From the rear of the seat, gently pull 
the soft fabric tapes (if applicable) 
through and connect to the hard hook 
tapes behind the backrest cover 
(Fig 9). Do not pull velcro tabs, as they 
are not engineered for this purpose.

Roll cushion cover 
over the seat base and 
align to seat contours. 
From the back of the seat, 
pull central rod through gap 
in seat backrest and base 
to hang out the back 
(Fig 8).


